
Custom Home Cinema speakers for those who 
quite like their stereo speakers... 



The WH-2 system from Wharfedale is the ideal 
solution if you wish to benefit from the recent 
advances in multi-channel sound but also want to 
keep the core of your existing system, your front 
stereo speakers, just as they are. 

The problem is, most complete sub/sat 
systems are not very competent with music, whilst 
to add six full-range hi-fi speakers would either; take 
too much space; send the bank manager into shock 



or look dreadful - and it's still not guaranteed 
to sound right. 

With WH-2, outstanding sound quality is 
possible with the simple addition of a centre 
channel and two bi-polar rear speakers. You can 
even add a sub-woofer for extended bass 
performance without compromising the 
performance of your existing speakers - and you 
won't need a second mortgage either! 



Wharfedale International Ltd. 

IAG House, 

Sovereign Court, 

Ermine Business Park, 

Huntingdon. PE29 6XU 

Tel : 0845 458 0011 / +44 (0) 1480 447700 

Fax : +44 (0) 1480 431767 

www.wharfedale.co.uk 
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Multi-channel sound without compromise 




To take advantage of the latest audio formats such as Dolby Digital and DTS, SACD or 
DVD-Audio, some shops might tell you that your only option is to replace 
your beloved stereo speakers with a completly new 6 speaker system. 
True, there are many systems to choose from, but most have their 
drawbacks and what about the customer who does not want to replace their 

Cr 

^^fr stereo speakers - at last there is another option. 

system provides a menu of individual speakers, available separately 
or in combination, to complete the perfect multi-channel speaker system without 
replacing the main stereo speakers. Performance is perfectly tuned to the requirements of 
multi-channel sound, the bi-polar rear speakers creating both a diffuse ambient sound and a clear, 
directional rear stereo image. The centre channel is optimised for vocal frequencies and considerably widens 
the front sound stage when used with music. 

As with all Wharfedale Loudspeakers, every component is hand-assembled in our own 
production facilities, the whole process overseen from start to finish with a 
comprehensive quality control procedure. 
Polypropylene cones and hand-wound voice coils 
are used to make the main drive units, which are 
then assembled in a strong and virtually resonance 
free MDF enclosure. The ferrofluid cooled tweeter 
produces a neutral tone but with incredible 
accuracy to create the trademark Wharfedale stereo 
image in which a stunning, fully three-dimensional 
sound is created. 





WH-2 Specifications 



1 Model 


WH-2 Surround 


WH-2 Centre 


Drivers 

Bass 
Tweeter 


2 x 100mm 

2 x 28mm Dome 


2 x 100mm 
28mm Dome 


Power Handling 


120W 


120W 


Nominal Imp. 


4-8 ohms 


4-8 ohms 


Sensitivity (for 1W at lm) 88dB 89dB 


Frequency Resp. 


80 Hz to 20 kHz 


80 Hz to 20 kHz 


Size mm ( H x W x D ) 


244 x 225 x 126 


125 x 420 x 150 








Finishes 
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White Ash Black Rose 


M. Maple 


L. Maple Beech 



Finishes: All of the finishes listed above are available (subject to minimum order quantity) 

Impedance: All models are suitable for use with 8 ohms outputs. Subwoofer has both line level and high level inputs. 
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